INVERSOR CONECTADO EN PARALELO A LA RED
Inversor de Red

Genersolar V 3-5k
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INVERSOR CONECTADO EN PARALELO A LARED

Ficha Técnica
Genersolar V 3-5k

PHASE 1-phase out

INPUT (DC)

Mazx. DC Power 3150 W 3300 W
Max. DC Voltage 500 VDC

MPP Voltage Range 250 VDC~450 VDC

MNominal DC Voltage 360 VDC

Start-up Voltage/Initial Feeding Voltage 125VDC/160VDC

Max. Input Current 1x13A 1x1BA
MNo. of MPP Trackers/Strings per MPP Tracker 1/A:1

OUTPUT (AC)

AC Mominal Power 2000 W 3000 W
Max. AC Apparent Power 3000 VA 5000 VA
Mominal AC Voltage 230 VAC

AC Voltage Range 184-264 VAC*

AC Grid Frequency 50 Hz/60 Hz

Mominal Output Current 13A 21.7A
Dutput current THDI% <5%

Power Factor@ Rated Power =0.9%

EFFICIENCY

Max. Efficiency 96%

European Efficiency@MNominal Voltage & 100% Load 95%

PROTECTION

DC Reserve-Polarity Protection ez

Ground Fault Monitoring ez

Grid Monitoring Yes

AC Short Circuit Protection Yes

Owver Current Protection 20A S04
PHYSICAL

Dimension, D x W x H {mm) 480 x 285 x 125

Met Weight (kgs) 9.5 9.8
Type of Mechanical Protaction 1P 20

INTERFACE

Communication Port RE5-232/USB

Intelligent Slot Optional SNMP and Modbus card available
ENVIRONMENT

Humidity 0 ~ 90% RH {Mon-condensing)}

Dperating Temperature 0*C to 40°C

Altitude 0 ~ 1000 m**

COMPLIANCE

Standard IEC62105, EMC
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