P ow M r° MPPT Fan Cooling 40A 60A Solar Controller

Main Features
12V/24VI36V/48V Auta, Max PV Input 160V

Inteligant Maximum Power Ponl Tracking technology:

Suitable for sealed lead acid, vented Gel, and Lithium battery types:
Mu-function back light LCD displays,

With exact faull relerence coge for fixing:

Farced air coaing by fan Fan-on temperature >40C off <35C;
Die-cast duminum design. enswring exozlknt heal dissipation:

Accord ENB1000. EN55022, EN55024 electromagnetic Compaibiily,

Dual PV and batlery terminal could save cost of the connec] cable;
2 years warranty

More Details

Specification
Model MPPT-40A MPPT-60A
Maximum power current 40A 60A

Batlery Vollage

12Vi24VIZEVi4gV Auto

Max PV Input Power

12V-480W | 24V-860W
36V-1400W | 48V-1700W

12V-720W ;| 24V-1440W
36V-2100W ; 48V-2800W

Max PV nput votage(Vcc)

12V System (20~80V) ;
36V Syslem(50~160V)

24V System(37-105V)
| 48V System(72~160V)

Over charging .
proleclion voilage oV B0V
Limiled current protection 42A 51A
Terminal {0AWG(Bmm?2) 10AWG(10mm2)
Weight 1.4Kg




